SARGENT & GREENLEAF, INC. 
1 SECURITY DRIVE + NICHOLASVILLE, KENTUCKY 40356 
TELEPHONE: (606) 885.9411 TELEX: 21-8459 


Key Op Models: 6804 and 6824 


Operating Instructions 


PERFORM CHANGE FUNCTION 


Fence 
Clamp Screw 


STEP 1 Insert key- Rotate fj [e] o o 


clockwise 


STEP 2 Loosen tence clamp 
screw (on buck of lock} with 1 G 
Sante mrenata tame 
counterclockwise 

STEP 3 Rotate key clockwise [c] o 
to change siot position, 

remove Key STEP STEP? 


STEP 4 Insert new key- Rotate Fence 
counterclockwise until stop Clamp Screw 
Caution: Make sure key does 

not move from stop position 


‘while tightening clamp screw © 

mosmas f0) © © acca: 

recom [E 1 Q&A 1€ 
© [c] 


ic) 
STEPA STEPS STEP6 
‘The Key operated sale lock; Thelockis changeable which The lock is Sargent & a trouble troo and easy to use 
Kay Op from Sargent & means you can change it to Greenieats answer tothe lock which is one ofthe latest 
Groenieat is another of a take different keys... whenever changing security and from a long ine that have been 
famiy of fine lock products you want to "re-key” the Convenience needs of today’s produced for over a century 
designed to add valve and lock. Al you needis the Aten word. otters far bettor and a quarter by Sargent & 
convenience. wrench and a new key Security than a mere pin Greenieat 
tumbler lock often used in 
Thelockisas secure asthose these applications ... infact, To set your Key Op to a new 
foundin sate depositones and it otters as much resistance key, folow these directions 
haseamedthe ULlabeland 1o a skiled manipulator as a 
certification ‘900d UL Group 2 combination 


Jock. Key Op does allthis at a 
cost you can afford. Itis at the 
‘Same time extremely rugged 
and simple. You've purchased 


